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INTRODUCTION

GENERAL

The instructions contained in this service man-
ual are for the information and guidance of
servicemen who are responsible for overhauling
and repairing the Model 175 Series Loaders and
TD-15 Series B crawler tractors.

This manual provides the serviceman with a
fast, convenient reference to information on
maintenance and repairs, as well as descrip-
tions.of the major units and their functions in
relation to other components of the tractor.

Each section of the manual is provided with a
contents page, and where applicable, with a
paragraph to show any special torques and spec-
ifications necessary for inspection and/or
assembly. A general specifications table and

a standard torque chart are provided in

Section 1. -

LUBRICATION

Instructions on the lubrication of each assem-
bly are given in the lubrication chart in the
operator's manual. When assembling any
parts, always coat all wearing surfaces with
the lubricant specified in the chart, Except
for such installations as taper pin, etc.,
whose surfaces should be clean and dry, use
sufficient quantities of lubricant to prevent any
danger of seizing, scoring, or excessive wear
when the assembly is first operated. Failure
to provide ''starting lubrication' may result in
serious damage.

Always use new gaskets and seals. When in-
stalling a leather seal, be sure to install it as
specified in the instructions. Be extremely
careful not to damage the seal in any way dur-
ing installation.
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Model 175 Series B Loader with Standard Bucket.




